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Vacuum Pump

UD series vacuum pump is a high speed, motor direct drive dual-stage oil
sealed rotary vane pump. It is an basic equipment to obtain vacuum and can
be used to pump inactive gas within the scope of low vacuum and a small
amount of non-condensable gas. The pump is specially suitable for coating,
refrigeration, freeze drying, sterilization, instruments analysis, leak detection
equipment, heat treatment metallurgy, etc. It can be used as a backing pump
for roots pumps as well.
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Welcome to VALUE

Global leader of refrigeration tools and vacuum solutions

VALUE is the global leader of vacuum solutions. After 20 years of historical accumulation, the three core competencies which are
continuous technological innovation capabilities, social resource integration capabilities and brand channels all over the world, have
made the company keep its leadership in the global refrigeration industry.

VALUE has accumulated the industry's veteran expert teams with experienced, we are always working on innovative work unswervingly
to develop the best products, which can provide personalized design and service in the shortest time to meet customer needs. We have
built a global Innovation and Technology Research Institute, a huge proportion of R & D funds is invested every year, innovative
development of the industry's leading products; the quality of our products reaches the world first-class level, through the CE, UL, CSA
and other security certifications and 1ISO9001:2015 quality manage ment system certification, and we also have bulit product failure
analysis laboratory, thermostat and constant humidity production workshop and product prototype test center. We have introduced a lot
of high precision manufacturing technology and equipment, Japanese SEIKI horizontal machining center and OKUMA vertical machining
center, Germany WENZEL three coordinate measuring instrument and other modern machining and testing equipment, the full
implementation of the ERP data management and lean production management system.

Through years of development, we have our owned global brand and channels. It has built "VALUE" independent brand sales channels in
more than 100 countries, and has provided services for more than 10 of world top 500 enterprises.

_:'s_peed, innovation, high quality"”, create value for customers.
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Global institute of innovation technology of VALUE in Hangzhou
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High Quality Manufacturing Precision Measure Industry Benchmark

VALUE is fully equipped with modernized processing and testing instruments, such as Japanese DMG Mori Seiki horizontal
machining center, Japanese OKUMA- BYJC vertical machining center, German WENZEL three coordinates measuring
equipment, etc. We carry out ERP data management and lean production management system.

Our products are qualified with world's most advanced quality level. We have European CE, American
UL, Canada CSA safety certificates and German TUV IS09001 certificate. And we also own product failure
analysis lab, the constanttemperature and humid workshop, new product trial center.
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High-Quality Vacuum Pump
for Harsh Environments

¢ Highreliability
* Energy-Efficient
¢ Environmentally Friendly

Utilizing shielding technology and magnetic
transmission technology, it achieves precise
sealing, eliminating the oil leakage issues caused
by traditional dynamic sealing structures. This
ensures reliable operation of the vacuum pump
in high water vapor and highly corrosive gas
environments.

High Energy Efficiency

|IE4 high-efficiency energy-saving
ECO energy-saving button,
low noise and more energy-efficient

Shield Design

Replace dynamic seal
with static seal to greatly
reduce the risk of oil leakage

Corrosion-Resistant
Processed against corrosion

Easy Oil Change

One-piece ballvalve
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Specifications
Model
m’h 25 8 10
Displacement speed (50/60Hz) L/min 42 133 167
CFM 1.5 4.7 5.9
Pa 5x10" 5x10" 4x10"
gas ballast close Torr 4x10° 4x10° 3x10°
) ) mbar 5x10° 5x10° 4x10°
Ultimate partial pressure
Pa 3 3 3
gas ballast open Torr 22.5x10° 22.5x10° 22.5x10°
mbar 3x10” 3x10* 3x10?
Power supply single phase single phase single phase
Motor power kW 113 HP 3/4 HP 3/4 HP
Gas inlet/exhaust port KF16 KF25 KF25
Oil capacity L 0.3 0.75 0.75
Motor speed (50/60Hz) rpm 1800 1500 1500
Ambient temperature ‘C 5~40 5~40 5~40
Noise dB <50 <50 <52
Weight kg 10 15 15
Dimensions(L*W*H) mm 310x116x169 414x152x235 414x152x235
Dimension Pumping Speed Characteristics
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UD Dimensions (unit:mm)

Model
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High Energy Efficiency

IE4 high-efficiency energy-saving
ECO energy-saving button,
low noise and more energy-efficient

Environmentally
Friendly

Built-in high quality oil mistfilter
toavoid oil mist pollution

No Oil Leakage

Static seal design,
cleanand no oil leakage

Corrosion-Resistant

Overall corrosion-resistant process
treatment, fluorine rubber seals

Easy Oil Change

One-piece ball valve &Built-in oil bottle

Displacement speed (50/60Hz)

Ultimate partial pressure
gas ballast close

Ultimate partial pressure
gas ballast open

Voltage
Motor Frequency
Motor power
Current
Gas inlet/exhaust port
Oil capacity
Ambient temperature
Noise
Weight

Dimensions(L*W*H)
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TECNOLOGIA DE VACIO S.L.

Avenida Valdelaparra, 27- Edificio I, bajo 3
28108 Alcobendas (Madrid)

Tel:+ 34918 041 134
tecnovac@tecnovac.es

https://tecnovac.es/



